Nexivieleibe SPECTRUM 470/570AV 


CONGRATULATIONS! 

This guide will show you how to connect ail of the For more detailed connection information, and to 
different parts of your Spectrum 470/570AV System. learn how to assemble the rack and operate all of 
Simply perform the following steps (on both sides) to the system's components, please read the manuals 
build your new system. that come with the rack and the components. 


STEP 1 - Stacking The Components In The Rack 


To make sure that they're properly ventilated and SPECTRUM 470/570AV RACK 
stable, stack the components according to the dia- 
i , i j VR-206 
gram on the right. If you're using a turntable, place it RECEIVER 
on top of the rack. 
. iver’ CD-203 
IMPORTANT: Do not plug the receiver's power CD PLAYER 
cord into an AC outlet until you have properly 
: : : FIXED 
made ail of the connections listed in steps 3 KEDDS SHELF 
through 7, EQUALIZER 
cT-201 
CASSETTE DECK 
REMOVABLE 
SHELF 


STEP 2 - Placing The Speakers 


Place the speakers as shown in the diagram on the 


right. While you're setting the speakers up, keep : a 


these points in mind: 
CENTER 


* Since the left, right, and center speakers are SPEAKER SPEAKER OOPAKER 
magnetically-shielded, you can place them near 
the TV without picture discoloration. The center 
speaker can be placed right on top of the TV. 
LEFT RIGHT 
* You can hang the surround speakers on the wall SURROUND SURROUND 
using heavy-duty picture hangers. i | 


¢ Placing the left and right speakers next to a wall 
produces more deep bass output than placing 
them away from a wail. Placing the speakers in 
corners produces the deepest bass output over- 
all, but may cause the sound to become 
“muddy” or “heavy.” 


SYSTEM QUICK-CONNECT GUIDE 


STEP 3 - Connecting The Speakers 


Connect the speakers as shown in the diagram on JL-507/707 = JL+807/707 
the right, using the wires supplied with th ker! RIGHT pall 

e right, using the upplied wi e speakers. : ors-1s8 
To make it easier, we've removed the insulation from g i CENTER 
the ends of the wires. i 


* Be sure to connect the (+) terminals on the 
receiver to the (+) terminals on the speakers, 
and the (-) terminals on the receiver to the (-) 
terminals on the speakers. Connecting (+) to (-) 
can cause poor sound quality. 


Wf 


CONNECTING A SPEAKER 


® @ ® 
* Never allow the (+) and (-) speaker wires to & 2-H | a 
touch each other. Touching wires can cause a Pus INSERT oatse 
short circuit, which could damage the receiver. “ we * 
PRE OUT 
FCA Mono Cabie 
CI 
POWERED CRS-158 CRS-158 
SUBWOOFER RIGHT LEFT 
(optional} SURROUND SURROUND 
STEP 4 - Connecting The Audio Components 
Connect the components that came with the system VR-209 RECEIVER 
as shown in the diagram on the right. Use the cables & | 
+ + POWER: 
supplied with each component. You can connect any B 2.800000 8/696 |__| | one 
turntable that has a magnetic phono cartridge. 0 |ooooecb coceo Ba = 
SBBSB2B 33888 |ooo = 
_f\ 
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CONNECTING A STEREO 
RCA CABLE 


KE-205 EQUALIZER 


LEFT = WHITE 
RIGHT = RED 


POWER 
CORDS 


TURNTABLE 
(optional) 


vIN 


CT-201 TAPE DECK 


Set GROUND 


CD-203 CD PLAYER 


Part # B60-SPECTRUM470/570AV 


Nenwiee—pe SPECTRUM 470/570AV 


STEP 5 - Connecting the System Control Cables 


Connect the System Control cable between the SPECTRUM 470/570AV RACK SYSTEM CONTROL 
receiver and CD player as shown in the diagram on Tidus RECEIVER 1 (ones | 
the right. Be sure to push the plugs all the way in. 3 ©. Basy i 
NOTE: Make sure that the SL16/XS8 switch is in ~ | 

: CD-205 CO PLAYER 

the SL16 position. —_——__—_——~ | 
iit — SYSTEM | | 
CONTROL | | 

KE205 EQUALIZER Co 


GT-201. CASSETTE DECK 


STEP 6 - Connecting Video Components 


If you use an optional VCR, laser disc player, or VR-206 RECEIVER 
DVD player's 2-channel analog connections with 
your Spectrum 470/570AV System, connect them as i o — > |} 
shown in the diagram on the right. iclanid 
® ° [° free 38388 
| mi 
i \ 
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CONNECTING A STEREO 
x, RCACABLE 


ED 2 
MONITOR 


LEST = WHITE, 
RIGHT = RED 


WIDE = YELLOW 
KY 


VCR 
(record and play) 


DVD*/LD PLAYER or 
VCR 2 (play only) 
*2-Ch. Analog Audio Only 


4 & viceain 


SYSTEM QUICK-CONNECT GUIDE 


STEP 7 - Connecting a DVD Player 


Connect a DVD player with 6-channel analog outputs VR-206 RECEIVER 

to the receiver as shown in the diagram on the right. 

If the DVD player does not have a 6-channel analog gi = Oe ojolol_— 
output, connect its 2-channel analog output to the 1e Sse dooce Siojse 
video 2 input, as shown in the diagram in STEP 6 - _ oN 
Connecting Video Components. - I \ 


CONNECTING A STEREO 
RCA CABLE 


IOs 
bOT 


FRONT {SURROUNC 
‘DVD SCH. INPUT 


LEFT = WHITE 
RIGHT = REC 


VIDEO = YELLOW 


FRONT 
OUT 


SURRCUNO CNTR 
oF OUT 
DVD PLAYER 
(6-CHANNEL ANALOG 
AUDIO OUTPUTS) 


QUESTIONS ABOUT YOUR NEW SYSTEM? 


If you have any questions about your new system, Or visit out website anytime at: 
please contact our Stage 3 Customer Service 
Department on any business day at: 


* (310) 639-5300 from 8:30 a.m. to 5:00 P.M., 
Pacific Time 


* www.kenwoodusa.com 


